
IAA 
PHIL-B01195 

PHILIPS a2 

BAL FAD 

~ Gebruiksaanwijzing | 

~Istruzioni d’uso : 

~|Instrucciones de manejo 

“Bruksanvisning” 



LN 
Attention: Please adjust the volume at such a level that you can still 
hear traffic signals. 

Attention: Pour votre sécurité, régler le volume a un niveau vous 
permettant d'entendre les avertissements sonores des autres véhicules. 

Hinweis: Die Lautstarke bitte so einstellen, daf& Sie die Verkehrssignale 
noch horen konnen. 

Attentie: Stel, voor uw veiligheid, het volume zo hoog in dat u nog 
steeds verkeerssignalen kunt horen. 

Attenzione: Regolare il volume in modo da non coprire i rumori 
esterni. 

Atenci6én: Ajuste el volumen del sonido a un nivel que le permita 
oir bien jas sehales del trafico. 

Observera: Stall in volymen sa att du fortfarande kan hora 
trafikmeddelanden. 



* Remark: EA 6197 is supplied with 

DAP 300/600/900 {MKIl) and DAP 
225/350/525/650. 

* Remarque: EA 6197 livré avec DAP 
300/600/900 (également MKIl) et 
DAP 225/350/525/650. 

* Hinweis: EA 6197 wird bei DAP 
300/600/900 {auch MKII) und DAP 
225/350/525/650 mitgeliefert. 

* N.B.: EA 6197 wordt meegeleverd 
bij DAP 300/600/900 (ook MKIl) en 
DAP 225/350/525/650. 

* Nota: EA 6197 viene fornito in 

dotazione con DAP 300/600/900 
(anche MKIl) e DAP 225/350/525/ 
650. 

* Nota: EA 6197 se encuentra en el 

emballaje para DAP 300/600/900 
(también MKli) y DAP 225/350/ 
525/650. 

* Hanvisning: Vid Leverans av DAP 
300/ 600/900 (aven MKII) och DAP 
225/350/525/650 ingér EA 6197. 

EA 6197 * 

DAP 300 
DAP 600 
DAP 900 
(MK Il) 

DAP 225 
DAP 350 
DAP 525 
DAP 650 

EA 6199 
EA 6200 
EA 6201 
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INTRODUCTION 
This revolutionary set is the first combination 
of an RDS Car Radio and an integrated Digital 
Compact Cassette deck. Ease of operation 
was the first priority in designing this unit. 

Digital Compact Cassette ¢¢%: Via the inte- 
grated DCC deck, containing the revolution- 
ary new Precision Adaptive Sub-band Coding 
PASC and the ONE BIT STREAM conversion, 
you can enjoy high quality sound reproduc- 
tion with digitally recorded audio cassettes. 

The DCC deck also allows you to play anal- 
ogue recorded Compact Cassettes with fea- 
tures like Dolby Noise Reduction OO (B and C 
type) or Music Search System MSS. 

CD changer control: The set is prepared for 
connection of a 6-disc CD changer using the 
D?B bus standard. 

Radio Data System £258: The radio auto- 
matically tunes to the strongest transmitter of 
the same station while displaying the station- 
name. 

Traffic messages are received via the tuned 
station or via Enhanced Other Networks EON 
(see page 18), even in DCC, Compact Cas- 

sette or CD changer mode. 

Auto-Store: Auto-Store programmes the six 
strongest stations on FM, MW and LW (or AM 
in the U.S.A.). 

Audio Amplifier: The Car Radio/DCC deck 
produces quality sound via the 2 x 30 W or 
4x12 W amplifier. A four-channel Line Out- 
put enables extension of the total output via 
additional amplifiers. 

The set enables you to store your preferred 
sound adjustments for each source (Audio 
Super Control). Additionally the volume of 
traffic announcements can be programmed 

separately, 

INIT mode: In the Initialisation mode you can 
select several functions not available with the 
normal function keys. This personalizes oper- 
ation of the set and you can select and mem- 
orize your personal preferences like the color 
of the display and keyboard illumination. 
To ensure the best possible readability of the 
LCD display, the viewing angle is adjustable 
as well. 

Telephone: The set is prepared for connection 
of a telephone in your car. If connected, the 
audio reproduction of radio, DCC/Compact 
Cassette or CD is automatically muted during 
a call. 

Security: The set is provided with a Quick-Out 
sleeve to enable you to take out the radio for 
optimal theft prevention. We advise you to 
take the radio with you or to lock it away. 
Never put it under the seat. 

The identification number is stated on the 
passport that is supplied with the set. 

This number is also engraved on the side of 
the set. 

The passport counts as proof of ownership. 

Keep this ‘passport’ safe, for example with 
your car documents, but never in your car. 

WARNING! 

DO NOT use demagnetizing cassettes. 
NEVER use other Cassette cleaners than the 
supplied DCC cleaning cassette! 

Do not use cassette adaptors supplied 
with/for CD portables. 

To avoid insufficient aerial contact always 
insert the set in the Quick-Out sleeve with 
the handle fully up. Then push the handle 
fully down to lock the set correctly into 
position. 

© Dolby Noise Reduction manufactured under license from 

Dolby Laboratories Licensing Corporation. DOLBY and the 

double-D symbol are trademarks of Dolby Laboratories 

Licensing Corporation. 
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‘SUMMARY OF CONTROLS | _ 

GENERAL CONTROLS 

(1) Release-handle key 

{2} On/off-switch © (POWER) 

(9) Display 

(10) Audio keys ~ and 4 for adjustment of 
volume, bass, treble, balance, fader and 
parameter setting in the INIT mode 

(11) Bass (BASS}/Balance (BAL) selector 

(12) Treble (TREB)/Fader (FAD) selector 

(13) Audio Mute (MUTE) 

(16) Loudness (LOUD}/Audio reset (RST) 

(20) Long press: Entering the INIT mode 

(22) Source selector (SRC) between radio re- 
ception, DCC/Compact Cassette or CD 
playback 

Be careful not to damage the digital display 
by pushing or rubbing it! 

RADIO CONTROLS 

(4) Search tuning upwards (NEXT >) 

(5) Manual tuning upwards (B>B>) 

(7) Manual tuning downwards (~<a) 

{8} Search tuning downwards {~ PREV) 

(14) Station presets (1 - 6) 

(17) Shows the frequency and the selected 
waveband instead of the station-name of 
an RDS station (DISP} 

(18) Selector for strong stations (LOC = Local} 

{19) Short press: Traffic information (TA = 
Traffic Announcement) 
Long press: Skipping a traffic message 

(20) Short press: Waveband selector FM1, 
FM2, FM3, MW, LW or SW (or AMI, 
AM2, AM3 for the U.S.A.) (BAND) 

{21) Auto-Store (FM, MW, LW or AM) to pro- 
gram the six strongest stations of the 
current reception area 



DCC AND CASSETTE PLAYER CONTROLS CD CHANGER CONTROLS 

(3) Short press: Changes the play direction 
of a DCC or Compact Cassette (<>) 
Long press: Ejects a DCC or Compact 
Cassette (EJECT) 

(4) To select next tracks of a DCC or Com- 
pact Cassette (NEXT B>) 

(5) Fast winding DCC/Compact Cassette 

(>P) 
(6) Cassette opening 

(7) Fast rewind DCC/Compact Cassette 
{<i~4) 

{8) To select previous tracks of a DCC or 
Compact Cassette (~# PREV) 

(13) Mute: interrupts the playback of DCC or 
Compact Cassette (pause) 

{15) Dolby Noise Reduction OO B or C type 
(for Compact Cassette only) 

(17) To select the DCC text mode (DISP) (only 
available with prerecorded DCCs) 

(4) Searching for next tracks of a disc 
(NEXT b>) 

(5) Fast searching forward for a certain pas- | 
sage of the selected disc (B> >) 

(6) Fast searching backwards for a certain 
passage of the selected disc {~~} 

{8) Searching for previous tracks of a disc 
(~ PREV) 

(13) Mute: interrupts the CD playback (pause) 

{14) To select or restart a specific disc of the 
inserted CD magazine (1 — 6) 

(17) To display total track number and total 
time of the selected disc (DISP) 

(20) To play tracks of the selected disc at 
random (RND) 

(21) To hear the first 10 seconds of every track 
of the selected disc (SCAN) 

English 



DISPLAY INDICATIONS 

a b c 

AF DCC TAPE-IN 

fe He i Ha HE 
AST | TA TP-EON LOCAL 

ase feici ici Rise Hic! 
PERE MA 

H 

| | LOUD | 1p| 4] | aml 

katt Reg Pea 
AF: Tuned station broadcasts RDS infor- 
mation with alternative frequencies. 

DCC: A Digital Compact Cassette is in the 
DCC deck. 

TAPE-IN: A Compact Cassette is in the 
DCC deck. 

Radio mode: Preset station (1 to 6) is 
selected. 
Deck mode: Indicates side A or B of the 
played DCC or Compact Cassette. 
CD changer mode: Shows the number of 
the selected disc (1 to 6). 

LOCAL: Search tuning accepts strong 
stations only. 

OO: Dolby® Noise Reduction B or C is 
switched on (for Compact Cassette). 

TP: (= Traffic Programme) 
Indication that the station broadcasts 
traffic information. 
TP-EON: A traffic message is received 
via Enhanced Other Networks (EON). 

LOUD: Loudness is switched on. 

TA: (= Traffic Announcement) 
The radio is in the TA mode. 

Radio mode: Waveband and frequency, 
or (on FM only) the station-name. 
Audio adjustment: VOL, BASS, BAL, 
TREB or FAD and their settings. 
DCC mode: Track number and elapsed 
time or text mode (only with prerecorded 
DCCs). 

CD changer mode: Track number/ 
elapsed track time or total number of 
tracks/total time of the selected disc. 
INIT mode: Initialisation parameters and 
their settings. 

AST: Auto-Store band chosen {FM3 or 
AM3"*). 

* for U.S.A. only 



_GENERAL 

INSERTING AND TAKING OUT THE RADIO 

Note: Make sure that the radio is switched 
off before you take it out of the Quick-Out 
sleeve. 

e Push the handle release key. The handle 
comes free. 

e Pull the set straight out of the sleeve. 

* To insert the set pull the handle fully up 
and slide the set into the sleeve. 

e Push the handle downwards (see Fig. 8, 
page 4). 

Note: To avoid insufficient aerial contact, al- 
ways insert the set with the handle fully up. 

Before you drive off, always check that the 
handle is fully pushed down to lock the set 
into position. 

ON/OFF POWER 

e Press the © POWER key to switch the set 
on or off. 

C1 The set automatically switches on when in- 
serting a DCC or Compact Cassette. 

‘SOUND ADJUSTMENT — 
The ~/4 keys normally function as volume 
controls. The same keys are also used to adjust 
bass, treble, balance and fader (as described 
below). 

Approx. 10 seconds after you pressed one of 
the BASS/BAL or TREB/FAD keys, the ~ 
and ¢ keys automatically change back to 
volume controls. 

Alternatively, you can immediately return to 
volume control by briefly pressing the 
BASS/BAL or TREB/FAD key again. 

If you press and hold one of the ¥/7 keys 
while adjusting bass, treble, balance or fader, 
the set will hold atthe - i - position. Press the 
same key again for further adjustment. 

Audio Super Control 

You can adjust the bass and treble settings 
separately for radio reception, traffic messages 
{during a traffic announcement), DCC/Compact 
Cassette and CD. 

VOLUME Y/F 

TAP LOCAL 
1900 

ATTENTION: Please adjust the volume at such 
a level that you can still hear traffic signals 
(e.g. ambulances). 

e Adjust the volume with the < or 4 key 
for lower or higher volume. 

— The display briefly shows the volume level 
(for example ’# Hi. <4’). 

@ You can adjust the volume of traffic mess- 
ages (during a traffic announcement if 
TA mode is selected) in addition to the 
normal volume setting (see ‘TA AUDIO 
SETTINGS’, page 18). 

1] 
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Note: If you switch off the set at a high volume 
level, the set comes back at a lower volume 
level when you switch it on again. 

BASS BASS 

e Briefly press the BASS/BAL key. 

- The display shows ‘HF’ and the current 
setting. 

e Adjust within 10 seconds the bass be- 
tween {-- and - - {with the Y or + 
key*, 

TREBLE TREB 

e Briefly press the TREB/FAD key. 

wee Th — The display shows ’T R'E H’ and the current 
setting. 

e Adjust within 10 seconds the treble be- 
tween {-- and -- twith the © or 
key*. 

* For adjustment of the bass and treble settings 
of traffic messages see ‘TA AUDIO SETTINGS, 
page 18’. 

12 

BALANCE 

e Press the BASS/BAL key for at least 2 sec- 
onds. 

— The display shows ’ HAL.’ and the current 
setting. 

e Adjust within 10 seconds the balance be- 
tween “- - and ~ -& with the ¥ or 
key. 

FADER FAD 

* Press the TREB/FAD key for at least 2 sec- 
onds, 

— The display shows ‘F MII’ and the current 
setting. 

« Adjust within 10 seconds the fader be- 
tween ‘i- - and - -S with the ¥ or 4 
key. 

Note: The Fader setting affects the loud- 
speakers as well as the 4-channel line-out. 



LOUDNESS SOURCE SELECTION 

You can increase the low notes with the loud- 
ness function. This is often desirable at low 
volume settings. 

* Briefly press the LOUD key to switch on 
the loudness function. 

- The display shows ‘LOUD’. 

e Briefly press the LOUD key again to 
switch off loudness. 

AUDIO-RESET 

Treble, bass, fader and balance can be reset 
to the neutral position { - £-) by simply press- 
ing one key. 

e Press the RST key for at least 2 seconds. 

cs ee ae f 1 

ros od - The display briefly shows 

1 This zero-adjustment (reset) will reset the 
balance and fader settings of all sources 
and the bass and treble settings of the cur- 
rently selected source. You hear a confirma- 
tion beep. 

You can select between radio reception, 
DCC/Compact Cassette or CD playback. 

e Briefly press the SRC key one or more 
times to select the desired source. 

The display briefly shows: 
Ty = ims for radio reception, 

— ‘THI’ for DCC, 

TREE’ for Compact Cassette or 

SY for CD playback". 

* If a CD changer is connected 

SOUND-INTERRUPTION 

e Press the MUTE key. 

— The display shows ‘Mi 

(] The sound will mute. 

* To release Mute press the MUTE key 
again or press any other radio key. 

Mute is also released if you insert a DCC or 
Compact Cassette. 

Note: If the radio is in the TA mode, you will 
still hear trafic messages when broadcast. 
(See ‘TRAFFIC INFORMATION ON FM’}. 
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TELEPHONE MUTE 

\fa car telephone (with audio mute connection 
possibility) has been connected, the radio or 
DCC/Compact Cassette or CD playback will 
automatically mute when the telephone rings. 

— The display shows ‘7 FLL’. 

e Briefly press the MUTE key if you want to 
release the sound interruption during a 
call. 

WAVEBAND 

e Select the desired waveband by briefly 
pressing the BAND key one or more 
times. 

— The display shows: 

FM1, FM2, FM3: for FM, 
MW: for medium wave (MW), 
LW: for long wave (LW), or 
SW*: for short wave (SW) 

(49 m band), 
AM1*, AM2*, AM3*: AM for U.S.A. only 

(see ‘INIT MODE’). 

The FM3 (or AM3) band is used as an Auto- 
Store band (see ‘AUTO-STORE’). The display 
additionally shows ‘AST’ if FM3 (or AM3) is 
chosen. 

* You can switch off these wavebands, if you 
don’t want to use AM (see ‘INIT MODE’). 

TUNING TO A STATION 

You can tune to a station using any of the 
following methods: 

a. 

b. 

c. 

search tuning 

manual tuning 

recalling a stored station with one of the 
preset keys 

RADIO DATA SYSTEM ON FM ROSE 

RDS data telegram 

PS | AF |. TP+TA | EON| PTY | 

RDS (Radio Data System) is a system in which 
inaudible data is transmitted in addition to the 
normal FM radio signal. This data contains: 

1. Programme Service name (PS) - The 
radio displays the station-name instead 
of the frequency. 

A list of Alternative Frequencies (AF) for 
the radio station being received. The 
radio automatically selects the best fre- 
quency, always maintaining the best 
possible reception (automatic retuning). 

A traffic information system (TA = Traffic 
Announcement, TP. = Traffic Pro- 
gramme). 

EON (Enhanced Other Networks): Infor- 
mation from other stations linked in a 
network is received (e.g. traffic mess- 
ages). 

PTY Alarm - Alarm messages (for 
example during extreme weather condi- 
tions) have top priority and can interrupt 
radio, DCC/Compact Cassette or CD 
playback. 



The most important feature of the RDS radio is 
the ‘automatic retuning’, using the list of alter- 
native frequencies (AF) transmitted by an RDS 
station. 

The alternative frequencies are evaluated on 
signal strength, multipath distortion and dis- 
tortion from adjacent transmitters etc. This 
RDS set automatically switches to the fre- 
quency with the best signal. 

Reception of RDS stations 

If an RDS station is received, the display shows 
the station-name and ‘AF’ is constantly lit, 
meaning that a list of Alternative Frequencies 
is available. 

Note: It is possible that, in certain reception 
conditions, it takes some time before the re- 
quired station-name is displayed. 

Display the frequency of an RDS station 

CHANGER COND 

If you want to see the frequency {and the 
current FM waveband) when tuned to an RDS 
station: 

e Briefly press the DISP key. 

— The display shows the waveband and the 
tuned frequency for approx. 3 seconds. 

RDS in fringe areas 

if you drive to the limits of an RDS station’s 
reception area, ‘AF’ in the display disap- 
pears. Now the ‘automatic retuning’ cannot 
function as no alternative frequencies are 
available. 

The radio will remain on the last tuned fre- 
quency and the display shows the station- 
name. 

If you switch the radio off and later on while 
you are outside (or at the limit of) the station’s 
reception area, the radio searches the wave- 
band for the last tuned station. If it cannot find 
the same station, because this station has 
become too weak, it tunes to the last tuned 
frequency. 

e Press another preset key, or search for a 
new station by search or manual tuning, 
if you want to interrupt the radio from 
searching for the last tuned station. 

PTY Alarm 

Under exceptional circumstances (for example 
extreme weather conditions) PTY Alarm mess- 
ages may be broadcast. The set always gives 
such messages top priority: the radio may 
temporarily tune to a different radio station. 
MUTE or DCC/Compact Cassette or CD play- 
back will be interrupted and the display shows 
EH BBY 
Alarm messages are reproduced with the TA 
volume level (see ‘TRAFFIC INFORMATION 
ON FM’). 
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SEARCH TUNING “@ PREV/NEXT 

Use search tuning to quickly search for a 
station. 

e Briefly press the <@ PREV or NEXT > 
key. 

(1 NEXT ® = search upwards; 

(1 ~@ PREV = search downwards. 

You will receive a station after a short time. 

* To search for another station, press the 
same key again. 

— The display shows the running frequency 
until a new station is found. 

Whether only strong or also weak stations are 
tuned is dependent on the LOCAL mode ad- 
justment (see ‘LOCAL/DISTANT'’). 

Note: If the radio is in the TA mode, the radio 
will only search for stations with traffic infor- 
mation {See ‘TRAFFIC INFORMATION ON 

FM’). 

LOCAL/DISTANT LOC 

When in LOCAL mode the radio only tunes to 
stations with strong signals (typically closer 
stations). 

LOCAL off: 

Press the LOC key. 

— ‘LOCAL’ in the display disappears. 

C2) Now weaker stations are also tuned in. 

LOCAL on: 

e Press the LOC key again. 

— The display shows ‘LOCAL’ again. 

(1 Only strong stations are tuned in. 

Note: The ‘LOCAL’ position (on/off) is mem- 
orized if you switch off the set. 

MANUAL TUNING << / PP 

Use manual tuning, if you know the frequency 
of the desired station. 

e Press and hold one of the << / >> 
keys for coarse tuning. 

e Then tap the << or B&B key as often 
as needed to change the frequency step 
by step until the desired frequency is dis- 
played. 



PRESETS AUTO-STORE 

This radio has storage locations for 36 stat- 
ions on the preset keys. 

18 FM stations: 

6x FM1, 6x FM2, 6 x FM3*, 

6 MW% stations, 

6 LW* stations, 

6 SW stations, 

or 18 AM stations (for U.S.A only): 
6x AMI, 6 x AM2, 6 x AM3*. 

* Auto-Store is available on these bands. See 
‘AUTO-STORE’. 

Storing a station 

* Select the desired waveband with BAND 
key. 

e Tune-in the desired station by ‘SEARCH 
TUNING’ or ‘MANUAL TUNING’. 

e Keep the desired PRESET key (1 - 4) 

pressed until you hear a beep (after 2 
seconds). 

—- The display shows the waveband, the fre- 
quency (or the RDS station name on FM) 
and the preset number on which the station 
has been stored. 

Recalling a station 

e Press the BAND key to select the desired 
waveband, 

e Briefly press the desired preset key (1 — 4). 

By simply pressing only one key you can 
automatically store 6 FM stations (on FM3), 
6 MW stations, 6 LW or 6 AM*® stations 
(on AM3*). 

Use Auto-Store to quickly find the strongest 
stations, for example when travelling through 
different reception areas. 

Nofe: When you use Auto-Store, the new 
stations replace any stations previously stored 
on the selected band (FM3, MW, LW or 
AM3*}. The stations on FM1, FM2, AM1* and 
AM2* are not replaced. 

Automatically storing stations 

e Select the desired waveband (FM, MW, 

LW or AM*). 

e Briefly press the AST key. 

If you are on FM1, FM2, AM1* or AM2* the 
radio automatically changes to FM3 or AM3* 
for Auto-Store. 

The radio mutes and gives a confirmation 
beep. 

- The display shows e.g. ‘FMS AUT". 

1) The radio stores 6 stations {if possible) on 
the selected band (except SW). 

[1] When the Auto-Store process has finished 
the set gives a beep again. 

C1) The set tunes to the station on preset 1. 

Notes: Auto-Store is not possible on the SW 
band. If you press the AST key when on the 
SW band, the set gives an error beep. 

Sometimes it may not be possible to find 6 
stations. In this case, the remaining presets 
(for example 5 and 6) are not programmed 
with new stations. 

* for U.S.A. only (see ‘INIT MODE’) 
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"TRAFFIC INFORMATION ON FM. 

important: The TA mode should only be used 
in countries where the Radio Data System is 
already introduced. 

The display shows ‘TP’ whenever the radio is 
tuned to a station which broadcasts traffic 
information or whenever the radio is able to 
receive traffic information from a linked sta- 
tion (see ‘Enhanced Other Networks’). 

TA MODE - 
To receive traffic messages when broadcast 

e Select FM1, FM2 or FM3 with the BAND 
key. 

e Briefly press the TA key. 

— The display shows ‘TA’. 

Notes: 

The set only tunes to stations with traffic infor- 
mation (TP stations) or to EON-linked stations 
when using search tuning. 

If the set is not tuned to a TP or EON-linked 
station, you will hear beeps repeated in inter- 
valls and the display shows ‘Mit. TF’. 

If a tuned TP station becomes too weak to 
enable the set to receive traffic announce- 
ments, you will also hear beeps and the dis- 
play shows ‘HID TF’. 

e In this case select another TP station by 
using search tuning, if you want to con- 
tinue to hear traffic 

* You can also switch on TA during DCC/ 
Compact Cassette or CD playback. 

If you switch on TA during DCC or Compact 
Cassette playback, and the radio was not 

already tuned to a station providing traffic 
information, the radio automatically tunes to 
a TP station or an EON-linked station. 

ENHANCED OTHER NETWORKS (EON) 

EON is a new RDS service, where the broad- 
caster links some stations (with and without 
traffic information) in a network. 

If you are tuned to an EON-linked station 
which does not broadcast traffic information, 
EON enables you to receive traffic announce- 
ments from another station in the network. 

The display shows ‘TP’ if the set is able to 
receive traffic announcements from other stat- 
ions in a network. 

e To hear traffic announcements, press the 

TA key to switch on the TA mode. 

If traffic information is broadcast by the other 
station of the network the radio switches to 
that EON-linked station with traffic informa- 
tion temporarily. 

- The display shows ‘TP-EON’ and the station- 
name of the station broadcasting the traffic 
announcement. 

C1 After the message has finished the radio 
switches back to the previously tuned station. 

TA AUDIO SETTINGS 

You can adjust the audio settings (volume, 
bass and treble) for traffic messages separ- 
ately from the normal audio settings. 

This is only possible during a traffic announce- 
ment and with the TA mode switched on. 

LI The set reproduces the sound of all traffic 
announcements at the adjusted TA audio 
settings when the TA mode is switched on. 

e To reset the bass and treble settings of 
traffic messages to neutral position 
(- I~) press the RST key for at least 2 
seconds during a traffic announcement. 



TRAFFIC ANNOUNCEMENTS ONLY 

¢ Switch on the TA mode. 

e Press the MUTE key. 

O The radio mutes. 

— The display shows ’MLITIE’. 

— When receiving traffic information the dis- 
play shows the station-name during the traf- 
fic announcement. 

LF You hear the traffic message at the TA vol- 
ume level previously adjusted. 

* To switch off MUTE: Press the MUTE key, 
one of the ¥/ keys or one of the radio 
keys. 

~ ‘MULTE’ disappears from the display. 

C1 You hear the tuned station again. 

TRAFFIC INFORMATION DURING DCC/ 
COMPACT CASSETTE OR CD PLAYBACK 

* To switch on: Briefly press the TA key. 

L] DCC/Compact Cassette or CD playback is 
interrupted during a traffic announcement. 

— The display shows ‘TP’ (or TP-EON’), and 
during a traffic announcement the station- 
name. 

L] Alter the traffic announcement playback is 
resumed. 

TO SKIP A TRAFFIC MESSAGE 

If you do not wish to continue listening to a 
particular traffic announcement, you can in- 
terrupt it without switching off the TA mode. 

e Press the TA key for at least 2 seconds 
during the announcement until traffic in- 
formation stops. 

Playback of the previously selected source is 
continued. 

L] The TA mode remains switched on. 

SWITCHING OFF TA MODE 

e Briefly press the TA key. 

C1 The TA mode is switched off. 
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DIGITAL CASSETTE PLAYBACK 

e Insert the cassette with the metal slide fac- 
ing to the right. The cassette is retracted 
and playback of the upper cassette side 
starts automatically. 

The DCC deck reads three different types of 
DCCs dependent on the recording method. 

1. Prerecorded: industrial prerecorded 
DCCs. Contain a table of contents, text 
information and a time code of every 
single track. 

2. Super-User*: self-recorded DCCs. Re- 
corded with ‘Append-Record’ and ‘Re- 
number’. Contain track numbers and a 
consecutive time code. 

3. User*: self-recorded DCCs. Recorded 
with ‘Record-Pause’. Contain no track 
numbers or time codes. 

If a DCC is inserted into the cassette opening 
the display shows: 

— the indication ‘DCC’, 

— the indication for the cassette side ‘Fi’ or hh’, 

— ‘THI’ with User DCCs, 

- with Super-User DCCs the total elapsed time 
(e.g. (FT: Act ctet’) or the track number 
and the total elapsed time (as soon as a 
track marker is found), e.g. THE 3H.52”, 

- with prerecorded DCCs the text mode starts 
{see ‘DCC TEXT MODE’). 

* For further information refer to the instruc- 
tion manual of your home DCC player. 
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e Briefly press the SRC key to switch DCC 
playback on or off. 

- The ‘DCC’ indicator remains in the display 
as long as a DCC is in the deck mechanism. 

COMPACT CASSETTE PLAYBACK 

e Slide the cassette, with the open side fac- 
ing to the right, into the cassette opening. 

OC] The cassette is retracted and playback of 
the upper cassette side starts. 

The display shows: 

— The indication ‘TAPE-IN’, 

~'FLAYM +’ for the upper side and’ + 
for the lower side of the cassette, 

— the indication for the cassette side ‘7’ 
{upper side) or ‘ty’ (lower side). 

Dolby Noise Reduction 

To play Compact Cassettes recorded with 
Dolby B or C type Noise Reduction. 

e Press preset key 1 one or more times dur- 
ing Compact Cassette playback to select 
Dolby B type, C type or Dolby NR off. 

— The display shows the indication ‘DOB’ or 
DOC’. 

CASSETTE EJECT EJECT 

e Press the <) EJECT key for at least 2 sec- 
onds. 

— The display briefly shows ‘E IE £1’, 

C The cassette is ejected and the set switches 
back to radio reception. 



REVERSE e) 

e To change the cassette side before the 

end of tape, press the «> EJECT key 
briefly. 

PLAYING PREVIOUS OR NEXT TRACKS 
(DCC) “@ PREV/NEXT 

1. Prerecorded DCCs 

e Press the ~@ PREV or NEXT B key one 
or more times until the desired track num- 

ber appears in the display. 
17 — The display shows ‘Ti TR 1’ for 

example if you want to play track 7. 

e Press the ~@ PREV key once after the first 
10 seconds of the current track, if you 
want to repeat this track. 

e Briefly press the <) EJECT key to stop the 
search. 

QO DCC playback continues. 

Note: The deck changes the tape direction 
automatically, if the chosen track is on the 
other side of the DCC. 

2. Super-User and User DCCs 

e Press the ~# PREV or NEXT B> key one or 
more times until the desired number of tracks 
you want to skip appears in the display. 

— The display shows ‘PRE’ or ‘HE XT’ and 
the number of tracks to be skipped. 

e Press the ~@ PREV key once after the first 
10 seconds of the current track, if you 
want to repeat this track. 

e Briefly press the <)> EJECT key to stop the 
search. 

0 Playback is continued. 

MUSIC SEARCH SYSTEM 
(COMPACT CASSETTE) ~@ PREV/NEXT 

CHANGER CONTROL. 

¢ To skip the current track, press the 
NEXT B> key once. The set winds 
to the next track on the tape. 

— The display shows MEH T Ef 

¢ To repeat the current track, press the 
~@ PREV key once after the first 10 
seconds of the track. If you press the 
~@ PREV key within the first 10 seconds 
of the current track, the deck rewinds to 
the previous track. 

1 - The display shows ‘FRE Et 

e Briefly press the () key to stop the search. 

C1 Compact Cassette playback continues. 

Notes: 

To skip more than one track forward or re- 
wind, press the ~@ PREV or NEXT B key 
more times, until the desired number of tracks 
appears in the display. 

The Music Search System only works 
properly, if record-mutes of at least 3 seconds 
are inserted between two tracks. 
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FAST WINDING <~</>P 
(DCC and COMPACT CASSETTE) 

e For fast forward or rewind of the tape 
press the <@@ or BB key. 

- The display shows ‘FIR HFR T 
t00tiT 1 T Revi 
Pa ke hyeet 

C1 You hear the previously selected radio sta- 
tion during fast forward/rewind. 

* Briefly press the same key again or the 
<> key to stop fast winding. 

Note: Blank passages on a DCC are detected 
by the DCC deck and skipped automatically. 
The deck winds to the next track and the 
display shows ‘FAR WARE, (REWTN IY or 
thermo 7 Was 
Mir al ah i’, 

FLEXIBLE SOURCE ACCESS 

During a search for next or previous tracks 
with «@ PREV/NEXT B& on a DCC or Com- 
pact Cassette, you can listen to radio or CD 
playback (if a CD changer is connected). 

« Press the SRC key during a next/previous 
search to select radio or CD playback. 

C The DCC deck winds to the selected track 
and stops there. 

e Press the SRC key again to switch back to 
DCC/Compact Cassette playback. 

if you select ‘ZH’ again before the pre- 
viously selected track is found, playback of the 
DCC or Compact Cassette resumes at the cur- 
rent position of the tape. 
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DCC TEXT MODE (only prerecorded DCCs} 

The DCC deck allows you to read out text 
information that is supplied with prerecorded 
DCCs. The following information is displayed: 

1. FART IST: the artist’s name, 

2. Fi. Huh: the album title and 

3. RFC H: the current track title. 

The number of the current track and the 
elapsed track time are also displayed. 

Text information on a prerecorded DCC is 
displayed in two different ways: 

a. Scroll mode: 
In this mode all characters (even special 
characters) of a text information are read 
and displayed. The text scrolls over the 
display. 

The Scroll mode is automatically selected 
if you insert a DCC or switch from radio 
to DCC. 

b. Fixed mode: 
Reduced text information without special 
characters is read and displayed in this 
mode. Only the first 8 characters are 
shown. 

If you insert a prerecorded DCC or you switch 
to DCC playback, the DCC deck searches for 
text information during playback. 

As soon as text is available the text informa- 
tion is displayed. 

First the display shows ‘HRT TS T:’ and then 
the entire information about the artist. If text 
information is shorter than 9 characters, the 
display does not scroll the text. 

After the artist information has finished the 
album and track information appear in the 
Scroll mode. 



When all text information has been read out, 
the set switches to time display. The display 
shows the track number and the elapsed track 
time,e.g. THA ELA’, 

e Press the DISP key one or more times to 
toggle the text display in the above-men- 
tioned order before the end of the text in- 
formation is reached. 

Reading out text information 

You can read out text information at any time 
during DCC playback: 

e Briefly press the DISP key one or more 
times. 

— The display shows ‘FIR TT 72’, “FL BLM’, 
‘TRAIL and the corresponding informa- 
tion in the 12 character mode (8 char./no 
scroll} or the track number and the elapsed 
track time. 

Note: The Scroll mode is only available when 
inserting a DCC or when switching from radio 
reception to DCC playback. 

TITLE SEARCH 

You can read out the track title of the chosen 
track (with prerecorded DCCs) when search- 
ing for previous or next tracks. 

e Select track display with the DISP key dur- 
ing DCC playback. 

— The display briefly shows the track number 
and then the track title of the chosen track. 

MAINTENANCE OF THE DCC DECK 

PLEASE NOTE! 

DO NOT use demagnetizing cassettes. 
These cassettes destroy the digital head of 
the DCC deck! 

NEVER use Cassette cleaners other than the 
supplied DCC cleaning cassette! Other 
cleaners may damage the digital head, 
which may cause drop-outs. 

Pay attention to the operating instructions 
on the packaging of the cleaning cassette. 

Do not use cassette adaptors supplied 
with/for CD portables. The digital head 
might be damaged. 

If you play Digital Compact Cassettes only, the 
deck needs no cleaning, because the DCC 
tape material has a self-cleaning effect. 

If you also use regular Compact Cassettes, 
dust, contamination or grime can accumulate 
on the digital head dependent on the tape 
quality and duration of use. This may deterior- 
ate the playback quality, especially with 
DCCs. 

Only use the supplied DCC wet cleaning cas- 
sette then. Pay attention to the instructions on 
the packaging of the cassette. 

Use only C60 or C90 Compact Cassettes of 
good quality to avoid unnecessary contamina- 
tion and failures. 

Never expose cassettes to direct sunlight or 
extreme heat. 
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An optional Philips CD changer (D7B type] 
can be connected to this set. Ask your dealer 

for more information 

After installation and connection of the CD 
changer the following functions are available 
using the car radio controls. 

e Check that the magazine is loaded with 
discs and inserted in the CD changer (see 
the instruction manual of the changer for 
further information). 

CD PLAYBACK 

® Select “HAN ENE R’ by briefly pressing 
the SRC key one or more times. 

— The display shows the track oes 
elapsed track time, e.g. THIS i 
and the number of the current disc. 

if you have inserted a new CD magazine, the 
display shows "Z HE" as long as the CD 
changer checks all slots for discs. 

if no magazine is in the changer, or no discs 
are inserted in the magazine, the display 
shows HIG TET Sa7 &’ 

Displaying total track number and total 
playing time of the selected disc 

« Briefly press the DISP key to display the 
total number of tracks and the total pla- 
ying time of the selected disc. 

— The display switches back to track num- 
ber/elapsed track time after approx. 3 sec- 
onds. 
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e Press one of the preset keys 1 — 6 to se- 
lect the desired disc. 

~ The display briefly shows the total number 
of tracks and the total playing time and the 
disc number (for example: ‘T 14 1 4. 1EV 
and '&’ for the number of the disc}. 

C1 CD playback starts, beginning with track 1 
of the selected disc. 

~ The display then shows the track number and 
the elapsed track time, e.g. ‘7 aM’ THE? he 

if there is no disc in the location of the CD 
magazine you selected, the display shows 
"MEE TDS’ and then the magazine con- 
tents, for example ’ 12 ~ “i- EV if the locations 
3 and 5 are empty. 

e Select one of the available discs with the 
preset keys. 

PLAYING NEXT OR 
PREVIOUS TRACKS 

“@ PREV/NEXT > 

° Briefly press the <@ PREV/NEXT > key 
one or more times until the desired track 
is shown in the display. 

C1 Playback continues, starting with the chosen 
track. 

e If you want to return quickly to the first 
track on the current disc, press the 
preset key (1 — 6} corresponding to the 
disc beeing played. 



FAST FORWARD/ <4<q/m— | RANDOM PLAYBACK RND 
BACKWARD 

English 

° Briefly press the RND key. 

— The display shows e.g. F447 5.34’ To quickly move to another part of the 
currently selected disc during playback, 
press and hold the <@<@ or B>B> key 
until the desired part is reached. Play- [] The tracks of the current disc are played in 
back resumes when you release the key. aeauinavenlee 

1 After all the tracks on the disc have been 
SCANNING TRACKS SCAN played, random play continues on the next 
a a a a a disc. 

and the number of the disc, if for example 
track 11 is played. 

e To resume normal playback, briefly press 
the RND key again. 

(J The set remains in Random play mode even 
after switching the set off and then on again. 

e Briefly press the SCAN key. 

CZ The CD changer playes each track of the PAUSE MUTE 
current disc for 10 seconds. After the last 
track has been scanned, scan continues e Press the MUTE key. 
from the first track on the disc. — The display shows ‘HILT E’. 

* Briefly press the SCAN key again when O 
you hear a track you want to listen to. * To release pause, press the MUTE key 

Normal playback resumes. 
again or any other CD key. 

Playback stops and the set is silent. 

Pressing any other CD key also stops SCAN. 
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SWITCHING OFF CD PLAYBACK 

e Briefly press the SRC key to switch back 
to radio or DCC/Cassette playback. 

- The display briefly shows ‘THT IZ’, “T FUFHE’ 
or TLE RY 

CD playback stops. 

ERRORS AND DISPLAY INDICATIONS 

The CD changer might give error messages 
under certain circumstances. In this case the 
display shows the following indications: 

1, SHEL: The changer checks all slots of 
the magazine (new magazine was inserted). 

¢ Wait a few seconds until checking is com- 
pleted. 

2.0 DTS2 5: There are no discs in the 
inserted magazine or no magazine is in the 
changer. 

e Insert a magazine with discs. 

3. NC 10: The disc you selected is not 
available (not inseied in tne chosen slot). 

e Insert a disc in the desired slot of the ma- 
gazine. 

4, ERRGR OF The disc you selected is 
scratched or inserted upside down. 

e Check if the disc is scratched or dirty or 
insert it correctly. 

5. TO HiT: The changer mechanism is too 
hot to ensure correct functioning. 

e Let the changer cool down, until the dis- 
play no longer shows ‘TT HITT’. 
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In the initialisation mode you can select sev- 
eral functions not available with the normal 
function keys. This simplifies operation of the 
set and you can select and memorize your 
personal preferences. 

You can change the following parameters: 

1. Illumination color of display and key- 
board; 

2. Viewing angle of the display; 

ad Wave range selection (for U.S.A.) 

4. AMwavebands (MW, LW, SW) on/off. 

ILLUMINATION COLOR COLOR 

You can adjust the color of the display and 
keyboard illumination to the illumination of 
the dashboard between green and orange. 

e Select the INIT mode by pressing the 
BAND key for at least 2 seconds, until 
you hear a confirmation beep. 

wed — The display shows ‘2 AR’. 

¢ Toggle between green or orange with the 
Y/F keys. 

e Leave the INIT mode by briefly pressing 
the BAND key. 

Note: The set leaves the INIT mode automat- 
ically if you don’t press any key within 10 
seconds. 



VIEWING ANGLE VIEW 

You can adjust the best possible readability of 
the display by changing the value of the view- 
ing angle. 

¢ Enter the INIT mode by pressing the 
BAND key for at least 2 seconds, until 
you hear a confirmation beep. 

° Select the # LEH’ parameter with the 
~@ PREV or NEXT B& key. 

— The display shows e.g. ‘HITE EV 

* Select the setting between -1 and 2 with 
the ~/7 keys for best readability of the 
display. 

e Leave the INIT mode by briefly pressing 
the BAND key. 

WAVE RANGE SELECTION TUNE 

You can adjust the wave ranges and the tuning 
grid of the radio to the area (Europe or U.S.A.) 
where you use the set. 

WARNING: You will lose all your previously 
stored AM stations (MW, LW, SW or AM1, 
AM2, AM3) if you perform a wave range 
selection. 

e Enter the INIT mode by pressing the 
BAND key for at least 2 seconds, until 

you hear a confirmation beep. 

* Select the ‘TIRE’ parameter with the 
~@ PREV or NEXT > key. 

— The display shows e.g. TLE ELIF’ if 
the wave range for Europe is selected. 

© Select ’TLIME JE 1IR’ for use in Europe 
or’ THRE LS’ for use in the U.S.A. 
with the ~/ keys. 

e Leave the INIT mode by briefly pressing 
the BAND key. 

If you choose ‘TLIRHE LPS! you can select 
FM1, FM2, FM3 and AM1, AM2, AM3 with 
the BAND key. SW and LW are not available 
when using this setting. The tuning steps are 
set to 10 kHz for AM. 

AM WAVEBANDS AM 

If you don’t want to use the AM wavebands 
(MW, LW, SW or AM‘), you can switch off 

these bands with ‘AM OFF’. 

e Enter the INIT mode by pressing the 
BAND key for at least 2 seconds, until 
you hear a confirmation beep. 

¢ Select the ‘FM’ parameter with the 
“@ PREV or NEXT ® key. 

— The display shows e.g. FIM TN’ 

e Select between ‘FIM KIN’ and FIM 
CFF’ with the < or 4 key. 

e Leave the INIT mode by briefly pressing 
the BAND key. 

LI Now you can only choose between FM1, 
FM2 and FM3 with the BAND key. 

* only if ‘TUNE LISH’ is selected (see 
“WAVE RANGE SELECTION’) 
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Refer to the illustrations on pages 3 - 4 while 
reading these instructions. 

GENERAL 

Remove the ‘passport’ from the set before 
installing the set. 

Voltage and polarity: The set must be con- 
nected to a 12 V car battery with negative 
terminal to earth (car chassis). 

Warning: To prevent short-circuiting, discon- 
nect the negative car battery terminal until the 
set has been mounted and connected. 

Aerial 

The choice of aerial depends on the type of 
car. Position the aerial as far as possible from 
the ignition assembly. The aerial earthing bar 
or strap must contact clean metal. Protect this 
contact against corrosion with silicone grease 
or another rust preventer, 

Some specific cars use an electronic aerial 
with a power supply using the aerial cable. If 
you want to use such an aerial, ask your car 
dealer for a suitable adaptor box. 

Loudspeakers 

Only use loudspeakers having an impedance 
of 4 ohms. 

To avoid damage to the amplifier NEVER 
connect two 4 ohm loudspeakers in parallel. 

Do not connect any of the loudspeaker leads 
to earth! 

The sound distribution is improved when two 
speakers are mounted in the front and two 
loudspeakers in the rear of the car. 

Preferably mount speakers in positions giving 
good acoustics. For example: left and right in 
dashboard; as high as possible in the doors; 
or on the rear parcel shelf. 
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PREPARATION 

Mounting aperture (Fig. 4) 

The Quick-Out sleeve is suitable for a radio 
mounting aperture according to DIN and ISO 
standards (dimensions: 182 x 53 mm). 

¢ Check that the sleeve fits into the mount- 
ing aperture. If necessary, square off the 
corners of the mounting aperture with a 
file. 

CONNECTIONS 

(Fig. 1) 

4] Aerial socket 

[2] Rear support stud 

(3} Telephone mute connection THY 

A Power supply multi-plug 

Al Power supply connector 

B_ Loudspeaker multi-plug 

B1 Loudspeaker connector 

C Connection cable for a CD changer (DB 
standard) 

D _ Line-out socket (LINE OUT) 

D1 Line plug of adaptor cable or external 
amplifier (optional) 

(Fig. 3) 

4] 12 V permanent supply lead [yel- 
low/red) 

5) Lead for 12 V switching voltage for an 
electronic aerial or the relay of an auto- 
matic motor aerial (blue) 

[6 Lead for red night illumination 2%: of the 
POWER switch (even when the set is 
switched off) (grey) 

[77 12 supply lead (red) (? 

(8) Earth lead (brown) 



AERIAL 

Insert aerial plug into aerial socket [1] of the 
sleeve. 

CONNECTION WITH ADAPTOR CABLE 

Specific adaptor cables are available for 
many cars. Refer to the table at the end of this 
booklet. Contact your dealer for further infor- 
mation. 

CONNECTION WITHOUT ADAPTOR CABLE 

© Cut off connectors Al and B1. 

LOUDSPEAKERS (Fig. 2) 

Ensure that the loudspeakers are connected in 
phase by using marked terminals or leads for 
the phase (+) connections. 

e Connect loudspeakers to connector B. 

Four loudspeakers: 

Maximum output power: 4 x 12 W 

1 = Rear Right phase (RR +) (blue) 

2 = Rear Right return (RR -) (blue/black} 

3 = Front Right phase (FR +) (grey) 

4 = Front Right return (FR -) (grey/black) 
5 = Front Left phase (FL +) (green) 

6 = Front Left return (FL -) (green/black} 

7 = Rear Left phase (RL +) (brown) 

8 = Rear Left return (RL -) (brown/black) 

Two loudspeakers 

HIGH-POWER configuration: 

Maximum output power: 2 x 30 W 

2 = Right return (R -) (blue/black) 

3 = Right phase (R +) (grey) 
5 = Left phase (L +) (green) 
8 = Left return (L -) (brown/black} 

e If 2 loudspeakers are connected, insulate 
the ends of the unused speaker leads of 
connector B. 

Do not connect any of the loudspeaker leads 
to earth! 

Do not connect a booster/amplifier directly 
to the loudspeaker outputs! The internal 
bridged-amplifier might be damaged. 

Do not connect loudspeakers via an external 
fader! 

POWER SUPPLY (Fig. 3) 

¢ Connect the leads from connector A as 

described below. 

e Red: +12 V supply ("+12 V SWITCHED") 

Possible connecting points for the red lead (7): 

- the 12 V lead for the radio {in the radio 
compartment); 

— the accessory contact of the ignition switch 49; 

— a suitable contact in the fuse-box with per- 
manent voltage. 

If the red lead [7] is connected to a terminal 
with permanent voltage, the yellow/red lead 
4) need not be used. In this case the next step 
can be skipped. 

* Yellow/Red: +12 V permanent supply 
("+12 V PERMANENT") 

Connect the yellow/red lead [4: to a point of 
permanent supply. 

Possible connecting points: 

— supply lead for interior car lighting; 

- supply lead for clock; 

— acontact in the fuse-box with permanent 
voltage. 

The voltage on this point must never be inter- 
rupted, even when starting or switching off the 
engine. 
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e Grey: ("EXTERN iLLUMIN") 

For night illumination :@: of the radio (POWER 
button and DCC logo) use connection (6). 

Connect the lead to the dashboard illumina- 
tion wiring or to the ignition supply lead after 
the ignition switch. 

¢ Brown: Earth ("GND") 

Connect lead [8) to a suitable earthing point 
on the car body. Preferably use the same 
earthing point for all your audio components 
to avoid interference (for example from the 
generator). 

OPTIONAL CONNECTIONS 

e Blue: Switched +12 V output 
("AUTO AERIAL") 

An electronic aerial or the control lead for the 
relay of an automatic motor aerial can be 
connected to terminal GI. 

Do not use this connection point for supply 
of the aerial motor! 

¢ Telephone mute: 

If your car telephone has a mute signal output 
(active low}, connect this output via the green 
lead supplied to terminal A [3], as shown in 
Fig. 1. 

External Amplifiers 

e Line output: You can connect power am- 
plifiers (with additional loudspeakers) to 
line-out socket D. 

Use adaptor cable D1, type number 22 EA 
6197 {CINCH), which is available from your 
dealer. To minimize interference (e.g. from the 
generator}, use the same earthing point for 
radio, amplifiers and further audio compo- 
nents. 
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CD Changer 

You can connect an optional Philips CD 
changer (i.e. DC 012) to the radio. 

Only use the extension cable supplied with 
the changer to connect the CD changer to the 
car radio. 

¢ Connect the cable C from the radio to the 
supplied extension cable (Fig. 1). 
Do not remove cable C from the Quick-out. 

e Connect the extension cable to the CD 
changer. 

e If you don’t use the extension cable, con- 
nect cable C directly to the CD changer. 

INSTALLING QUICK-OUT SLEEVE 

Rear support: It is advisable to provide a 
support for the set at the rear of the sleeve. 

¢ Screw the rubber buffer onto rear sup- 
port stud [2] at the rear of the sleeve 
(Fig. 1). 

e Slide the sleeve into the mounting aper- 
ture (Fig. 5), ensuring that the buffer 
slides into the rear support hole (Fig. 6). 

e Bend all metal tags outwards behind the 
dashboard (Fig. 7). 

¢ Reconnect the negative car battery termi- 
nal. 

INTERFERENCE SUPPRESSION 

Most modern cars have sufficient interference 
suppression. If you experience interference 
generated by the car, consult your garage. 

REPLACING FUSE 

e Pull fuse out of connecting block at rear 
of set (Fig. 9). 

¢ Replace with a 7.5 A blade type. 



RADIO 

Tuning system: PLL quartz digital tuning 

Wave ranges: FM 87.5 — 108 MHz 

MW 531 - 1611 kHz 

LW 144 - 288 kHz 

SW 5950 - 6200 kHz (49 m) 

AM* 520 - 1710 kHz 

DCC, typical 

Bit system: 16 bit linear 

D/A conversion: Bitstream 

(256 times oversampling) 

48 kHz, 44.1 kHz, 32 kHz 

(auto-selection) 

Sampling frequencies: 

Frequency response: § - 20,000 Hz 

Distortion: < 0.01% (1 kHz) 

Wow and flutter: unmeasurable 

Signal-to-noise ratio: > 92 dB 

Stereo separation: > 90 dB (1 kHz) 

COMPACT CASSETTE, typical 
Frequency response: 30 - 16,000 Hz (-5 dB) 

Wow and flutter: <0.2% 

{IEC 386/DIN 45507} 

> 53 dB (weighted) 

> 60 dB (Dolby B) 

> 68 dB (Dolby C) 

Signal-to-noise-ratio: 

AMPLIFIER SECTION 

Output, at 4 Ohm load: 2x30W/4x12W 

2x12W/4x55W maximum power: 

(at 10% THD) 

Frequency response: 5 - 20,000 Hz 

* for U.S.A. only 
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Your European Guarantee 

Dear customer 

Thank you for purchasing this Philips product 
which has been designed and manufactured ta 
the highest standards and subjected to rigoraus 
testing. Provided it is praperly operated and 
maintoined it will te well for many years. 

Philips guarantees to pravide free of charge lobour 
and repiacement parts in any EEC or EFTA country 
for all serviceable Philips branded consumer elec- 
tronic products purchosed in those cauntries. 

The legal responsibility for meeting any in- 
guarantee service needs for your product rests 
with the dealer from whom you bought it. If yaur 
deoler has na service facilities, he con arrange 
for ony wark ta be carried aut by a competent 
third party organisation. 

In the event that you require service whilst in 
nother EEC/EFTA country pleose contact the 
local Philips Help Desk whose number can be 
found in the relevant port of this booklet. 

The foregoing applies during a period of 
12 months from the date of purchase, pravided 
the praduct is properly used in accardance with 
its operating instructions and upan presentation 
of the ariginal invoice ar cash receipt indicating 
the date of purchase, dealer's nome with the 
praduct type and seriol number. 

The Philips guorantee may not apply if: 

* The invoice ar cash receipt hos been altered 
in any way or made illegible. 

© The type or seriol number on the product has 
been altered, deleted, removed or made 
illegible. 

* Repairs have been executed by unauthorised 
service arganisations or persons. 

* Damage is coused by accidents including ond 
nat limited to lightning, woler or fire, misuse 

ar neglect. 

© The product requires modification or adaption 
ta aperate in any country other than the 

country for which it was designed and manu- 
factured, or if any domoge results from these 
modifications. 

In order to avoid unnecessary inconvenience, we 
advise you to read the operating instructions 
carefully before contacting your dealer or ser- 
vice arganisation. 

Continuing service alter the guarantee period is 
available but the service will be chargeable. 

These statements do not affect your statutory 

rights as a consumer. 

IFyou have any questions which your dealer 
cannot answer please write or call: 

U.K. 
Philips Consumer Relotions 
Philips Car Systems, 6 Talisman Road, 
Bicester, Oxon., OX6 OJX 

Tel: (0869) 320333 
Fax: (0869) 365005 

Address for service: 
Philips Car Systems, 
2219 Coventry Road, Sheldon, 
Birmingham B26 3EG 

Tel: 021-742 0558 

Ireland 
Philips Electronics Ireland Ltd 
Newstead 
Clonskeagh 
Dublin 14 

Tel: 640000 
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ADAPTOR CABLES (for cars which do not have standard ISO connectors) 

CABLES D'ADAPTATION {pour des voitures non-équipées de connecteurs au standard ISO) 

ANPASSUNGSKABEL (fiir Fahrzeugtypen die keine standard ISO-Stecker haben) 
ADAPTERKABELS (voor auto's die geen standaard ISO connectors hebben} 

CAVI ADATTATORI (per, le auto che non sono dotate di connettori [SO standard) 

CABLES DE ADAPTACION (para vehiculos que no incluyen conectores standard ISO} 
CABOS ADAPTADORES (para viaturas sem conectores normalizados ISO} 

ADAPTERKABLAR (for bilar som inte har ISO standardkontakter) 

ADAPTERKABLER (for alle biler der ikke har standard !SO connectorer) 

SOVITUSJOHDOT (autoille joissa ef ole ISO-normin mukaisia liittimid) 

Car Type Adaptor Cable 

Alfa Romeo Alfa 155 EA 6176 
Audi models E 
BMW 

Citroén 

Doihotsu 
Ford 

Honda - 

Hyundoi all models Sa 
Mazda 121 2/91 3, 323 sedan 9/89 —, 

626 sedan 10/87 - 1/92, 

626 hatchback 10/87 - 1/92, 929 5/87 >, 

MX, MKS, MX, RXZ EA 6194 
‘ 9, 

Mercedes 

Mitsubishi all me 
Nissan = 

Opell ng [89 
Peugeot 106, a 309, 405 sedan ve. 8/92, 

405 Break oho B22 605 - EA 6166 
et ee ‘ ak 9/9 6176: 

Renault Twingo, R5 Cans, R5 1/85 = Clio 6/90 - 8/92, 
R19 hatchback 9/88 - 3/92, 

R19 Chamade 6/89 - 3/92, R21 Sedan 9/89 > , 

R21 hatchback, R21 10/86 - 8/91, 

Espace, Rapid, Express EA 6153 

Rover __. _all inode s {except 6 and 8 seria) EA 6113 + EA 6112 
Seot / 

Suzuki _ 
Toyota ’ 

Vauxhall 

Volvo 

VW 

Subject to change without notice. 







ADAPTOR CABLES (for cars which do not have standard !SO connectors) 

CABLES D'ADAPTATION (pour des voitures non-équipées de connecteurs au standard ISO) 
ANPASSUNGSKABEL (fir Fahrzeugtypen die keine standard ISO-Stecker haben) 
ADAPTERKABELS {voor auto's die geen standaard ISO connectors hebben} 
CAVI ADATTATORI (per le auto che non sono dotate di connettori SO standard} 

CABLES DE ADAPTACION (para vehiculos que no incluyen conectores standard ISO} 
CABOS ADAPTADORES (para viaturas sem conectores normalizados ISO} 
ADAPTERKABLAR (fér bilar som inte har ISO standardkontakter) 

ADAPTERKABLER (for alle biler der ikke har standard ISO connectorer) 

SOVITUSJOHDOT (avioille joissa ef ole SO-normin mukaisia liittimia) 

Car ali ware Cable 

Alfa Romeo 
Audi _ 

BMW 

Citroén 

Daihatsu 
Ford 

Honda 

Hyundai 
Mozda 121 2/91 —, 323 sedan 9/89 >, 

626 sedan 10/87 - 1/92, 
626 hatchback 10/87 - 1/92, 929 5/87 >, 

MX3, MX5, MX6, RX7 EA 6194 

Mercedes EA 6115 + EA6112 

Mitsubishi 
Nissan = : 
Opel m rs 
Peugeot 106, 205, 309, 405 sedan 9/88 - 8/92, 

405 Break 9/88 - 8/92, 605 

eee, OB: 
Renault Twingo, R5 Campus, R5 1/85 — , Clio 6/90 - 8/92, 

R19 hatchback 9/88 - 3/92, 
R19 Chamade 6/89 - 3/92, R21 Sedan 9/89  , 

R21 hatchback, R21 10/86 - 8/91, 
Espace, Rapid, Express EA 6153 

Rover _ "all models (except 6 and 8 series) EA 6113 + EA 6112 
Seat : 03 = 

Suzuki 

Vauxhall 
Volvo 

vw 

Subject to change without notice. 
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